Formazione e supporto
Manuale utente per gli utenti finali - SDS Manager

Informazioni per i dipendenti delle organizzazioni che utilizzano SDS Manager per gestire le Schede
di Dati di Sicurezza:

Per trovare una Scheda di Dati di Sicurezza per una sostanza chimica, basta scansionare il codice QR
sul poster con il tuo telefono mobile oppure accedere a SDS Manager tramite un link sulla nostra
intranet.

Supponiamo che tu stia lavorando con il prodotto "Indurente CRC per stucco in poliestere" che la tua
organizzazione sta utilizzando e devi trovare informazioni sulla sicurezza.

Trovi la Scheda di Dati di Sicurezza per questo prodotto scansionando il codice QR (1), digitando
parte del nome del prodotto nel campo di ricerca (2) e cliccando sull'icona di ricerca (3). Verra
visualizzato il riepilogo della Scheda di Dati di Sicurezza (4)
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Trovi la parola di segnalazione e le icone DPI della Scheda di Dati di Sicurezza qui:
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Cliccando o toccando il pannello sopra si espandera per mostrare le informazioni sui pericoli
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CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US
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Hazard statements:

Code Statements

H242 Heating may cause a fire

May cause an allergic skin

H317 ,
reaction

H319 'F:Ei_LJSE_‘S serious eye
Irritation
May damage fertility or the
unborn child (state specific
effect if known)(state route
H360 of exposure if it is
cpignidsielv broven that no
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Clicca sull'icona
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per accedere con un clic alle misure di primo soccorso dalla Scheda di Dati di

Sicurezza

— YOUR COMPANY
- —LOGO e
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CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries

Demo site US
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Hazard statements:
Code Statements
H242 Heating may cause a fire

H317 .
reaction

May cause an allergic skin

Causes serious eye

H319 N
irritation

SECTION 4: First aid measures

4.1 Description of first aid measures:
First-aid measures after inhalation:

Other measures are usually unnecessary,

If swallowed do NOT induce vomiting.

If vomiting occurs, lean patient forward or place on left
side (head-down position, if possible) to maintain open
airway and

prevent aspiration.

First-aid measures after skin contact:

Immediately remove all contaminated clothing,
including footwear.

Flush skin and hair with running water (and soap if
available).

Seek medical attention in event of irritation.

If fumes, aerosols or combustion products are inhaled
remove from contaminated area.

First-aid measures after eye contact:

Immediately hold the eyelids apart and flush the eye
with 2% sodium carbonate solution or 5% sedium
ascorbate solution

then wash continuously for at least 15 minutes with
fresh running water.

4.2 Most important symptoms and effects, both acute
and delayed:

Eye contact:

Ensure complete irrigation of the eye by keeping
eyelids apart and away from eye and moving the eyelids
by occasionally

lifting the upper and lower lids.

Transport to hospital [or doctor) without further delay.
Removal of contact lenses should only be undertaken
by trained personnel,

Ingestion:

per accedere con un clic alle misure antincendio dalla Scheda di Dati di Sicurezza

Clicca sull'icona
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= T_ﬂ_“fg%ﬁgﬁwﬂc\' l General . | SECTION 5: Firefighting measures |

5.1 Extinguishing media:

FOR SMALL FIRE:
Water spray, foarmn, CO2 or dry chemical.

CRC Hardener for Polyester Filler DO NOT use water jets.

7091 Hardener 25ml; 7093 Cream Hardener 75mil; FOR LARGE FIRE:
7094 Hardener 100ml; body filler putty hardener Flood fire area with water from a distance.
CRC Industries Demo site US 5.2 Special hazards arising from the substance or

Danger S4 mixture:
Avoid storage with reducing agents.
@ @ @ @ G o 0 Fire Incompatibility

e g Avoid any contamination of this material as it is very
) reactive and any contamination is potentially hazardous

5.3 Advice for firefighters:

2 2 ® < L&

Alert Fire Brigade and tell them location and nature of
hazard.
May be violently or explosively reactive.

»

Wear full body protective clothing with breathing
apparatus.

Hazard statements: Prevent, by any means available, spillage from entering
drains or water courses.

Will not burn but increases intensity of fire.

Statements o .

Code May explode from friction, shock, heat or containment.
Heating may cause expansion or decomposition leading

H242 Heating may cause a fire to violent rupture of containers.

Fire/Explosion Hazard
Heat affected containers remain hazardous.

May cause an allergic skin QOrganic peroxides provide internal oxygen for

H317 reaction combustion, so burn intensely.
Simple smothering actions are not effective against
established fires.
Causes serious eye Combustion products include:
H312 . .
irritation carbon monoxide (CO)

carbon dioxide (CO2)
nitroaen oxides (NOx]

per accedere con un clic alle misure per il rilascio
accidentale dalla Scheda di Dati di Sicurezza:

Se hai versato il prodotto chimico, clicca sull'icona
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= WUR E%Hgﬂmu:f SECTION 6: Accidental release measures

6.1 Personal precautions, protective equipment and

emergency procedures:
CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Crearm Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US

Danger S4 See section 12

@ @ @ @ Q 3 0 6.3 Methods and material for containment and cleaning

% IR up:

Clean up all spills immediately.
@ z ® < O &

No smoking, naked lights, ignition sources.

See section 8

6.2 Environmental precautions:

Small spill:
7S Avoid all contact with any organic matter including fuel,
(WY " -
— solvents, sawdust, paper or cloth and other incompatible
] materials, as
Hazard statements; ignition may result.
Avoid breathing dust or vapours and all contact with skin
Code Statements and eyes.
Clear area of personnel and move upwind.
H242 Heating may cause a fire Alert Fire Brigade and tell them location and nature of
hazard.
S May cause an allergic skin Large Spills::
reaction May be violently or explosively reactive.
Wear full body protective clothing with breathing
H319 Causes serious eye apparatus.
irritation Personal Protective EQuipment advice is contained in

Section 8 of the SDS.

Per leggere informazioni dettagliate dalla Scheda di Dati di Sicurezza, clicca sull'icona "espandi" per
vedere tutte le informazioni in un formato adatto ai dispositivi mobili:

Pagina 7 / 15
© 2025 SDS Manager <eb@aston.no> | 2025-07-07 14:14
URL: https://sdsmanager.com/fag/content/54/476/it/manuale-utente-per-gli-utenti-finali-_-sds-manager/



https://sdsmanager.com/faq/content/54/476/it/manuale-utente-per-gli-utenti-finali-_-sds-manager/

Formazione e supporto

— EUEEI]GHS ﬁ,‘,,".:Y ‘ General

CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US
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Seleziona la scheda "Pericolo" per vedere un riepilogo delle informazioni sui pericoli:
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Filter by Product name, Supplier, CAS# or UFI# [EI O\

— ‘ Hazard

General
Product CRC Hardenel
Name: Filler

Hazard
Product 7091 Hardener 25

Synonyms: Hardener 75ml; 7C
100ml; body filler |  pevision

Supplier Name: CRC Industrie
Risk
Signal word: Danger

Name of the chemical: Benzo Personalized view

Diocty.

L - F

Listed Automotive industry consortiums (e.g.,
in; International Material Data System...

Automotive industry consortiums (e.qg.,
International Material Data System...

ZDHC Manufacturing Restricted
Substance List

ROHS Directive - Restricted Substances

GADSL - Global Automotive Declarable
Substance List

Pictograms: <!> @

Hazard H242, H317, H319, H360, H373, H410,
statements: P201, P210, P234, P255, P302+P352,

P305+P351+P338, P308+P313,
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La maggior parte delle Schede di Dati di Sicurezza ha una valutazione di pericolo per la Salute, la
Sicurezza e I'Ambiente su una scala da 1 a 5, dove 5 ¢ il rischio piu grave.

Questi numeri sono solo indicazioni di pericolosita. Vengono impostati in base alle dichiarazioni di
pericolo e precauzione, alla parola di segnalazione, al pittogramma e ai codici di pericolo abbreviati
trovati nella Scheda di Dati di Sicurezza.

—_ General

CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries
Danger H5| sS4 |ES

PP S000
0o

@ 293 < OB F

Per i casi in cui la tua biblioteca di Schede di Dati di Sicurezza non ha ancora una Scheda di Dati di
Sicurezza per il prodotto che stai utilizzando, puoi cercare nel database globale che SDS Manager
mantiene con oltre 13 milioni di Schede di Dati di Sicurezza.

Vai alla pagina Dashboard (1) e cerca il tuo prodotto nel campo di ricerca (2). La ricerca include
anche le Schede di Dati di Sicurezza che non sono presenti nella tua biblioteca di Schede di Dati di
Sicurezza aziendale.
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o _ -
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1 | VVAYD LW auud JaiTLy Wala JINITTLwW W yuul nwranl y W
SDS Libra| g Dashboard s
O\ Search our database to find Safety Data
o8  AllmySDSs @ Q Sheets
Q My locations Import product list
- [0 GCeneral .
ﬁ Manage SDS Library > Shoot pictures of labels of your chemicals
cHAl @  Global sDs Search @ Let us help you set up your library
CRCI E SDS compliance > Test 31
BV _ &
Add Safety Data Sheets by searching for your
oo
Vaara &8 Manage QR codes S4 E3 products in our database with 13Million+ SDSs
XA t 2
a ISk assessmen Smarthealth spray @
@ '[: Job procedures E
— Advanced search
Reports >
CRC Hardener for Polyester Filler Exact match search results:

7091 Hardener 25ml; 7093 Cream Hardener 75ml;

7094 Hardener 100ml; body filler putty hardener Name: SMARTHEALTH SPRAY

CRC Industries Test Nam Dau Product code: SMARTHEALTH SPRAY
Danger S4 E4 Supplier: Chemicals (N.S.W.) Pty Ltd
@ @ @ @ Revision date: 2020-03-21

Language: English
2 29 &8 < =2 B :

® @ 29 < 0OEF R

Etichette per contenitori secondari

Per sostanze chimiche particolarmente pericolose o quando si utilizzano contenitori secondari, SDS
Manager ti consente di creare etichette in 15 dimensioni diverse.

Queste etichette contengono codici QR che consentono agli utenti di accedere direttamente alla
Scheda di Dati di Sicurezza del prodotto. | codici H e P sono mostrati sulle etichette, cosi come le
icone DPI trovate nella Scheda di Dati di Sicurezza.
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CRC Hardener for
Polyester Filler

Company Mame: CRC Industries
Signal Word: Danger

View PDF Track Usage

Hazard Statements

H242: Heating may cause a fire;

H317: May cause an allergic skin reaction;

H319: Causes serious eye irritation;

H3&0: May damage fertility or the unborn child (state specific effect if known)istate route of exposure if it is

conclusively proven that no other routes of exposure cause the hazard);

H373: May cause damage to organs ( state all organs affected, if known) through prolonged or repeated

F\xpc-s;re [state route of exposure if it is conclusively proven that no other routes of exposure cause the
azardy;

H410: Very toxic to aguatic life with long lasting effects

Precautionary Statements

P201: Obtain special instructions before use.;

P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources, Mo smoking.;
P234: Keep only in original packaging.,

P235: Keep cool.

P302+P352: [F ON SKIN: Wash with plenty of water/...;

P305+P351+P338: IF [N EYES: Rinse cautiously with water far several minutes. Remove contact lenses, if
present and easy to do. Continue rinsing.;

P308+P313: [F exposed or concerned: Get medical advice! attention,;
P3T0+P37E: [n case of fire; Lse ... to extinguish.;

PA03: Store in a well-ventilated place.;

P405: 5tore locked up;

P410: Protect from sunlight,;

P411: Store at temperatures not exceading ... ~CFLU0F

P501: Dispose of contents/container to ..

SO A0POC L

Accesso alle informazioni dettagliate dalle Schede di Dati di Sicurezza

Per gli utenti che necessitano di accedere a informazioni piu dettagliate dalle Schede di Dati di
Sicurezza, possono configurare quali dati della Schede di Dati di Sicurezza devono essere mostrati.

Qui sotto & un esempio di come un utente ha configurato il sistema per mostrare la '4.1 Descrizione
delle misure di primo soccorso' su tutti i prodotti.

Pagina 12 / 15
© 2025 SDS Manager <eb@aston.no> | 2025-07-07 14:14

URL: https://sdsmanager.com/fag/content/54/476/it/manuale-utente-per-gli-utenti-finali-_-sds-manager/



https://sdsmanager.com/faq/content/54/476/it/manuale-utente-per-gli-utenti-finali-_-sds-manager/

Formazione e supporto

Select more columns Filter by Product name, Supplier, CA Fle g Q
® Create custom fields : ® Personalized view g |
[] Process the product is used

Product Name: CHAIN SPRAY

EOL Date. Product Synonyms:

O

Supplier Name: CRC Industries Europe BV

= 2 ® < HE :
[] Disposal
Contains
Product Name: GAS-003
4.1 Description of first aid measures Product Synonyms:
0 4.2 Most important symptoms and effects, Supplier Nordic Immunclogical
both acute and delayed Name: Laboratories B.V.
4.3 Indication of any immediate medical .
O . . 4] Contact medical personnel
attention and special treatment needed L . . .
Description immediately. Flush eyes with
[[] 51Extinguishing media of firstaid  flowing water for at least 15 minutes.
measures: If breathing is difficult, contact

emergency personnel. Remove
contaminated clothing. Remove to

fresh air. Separate eyelids with finger
Select tips. Wash skin with deluge of water

for at least 15 minutes.

Reset to default Flammability: no data available

Puoi anche accedere al file PDF originale della Scheda di Dati di Sicurezza cliccando sull'icona "PDF".
Come mostrato qui sotto, la versione PDF & molto meno leggibile su un telefono mobile rispetto alla
vista estratta dei dati che SDS Manager presenta agli utenti.
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