Oppleering og stotte

Brukermanual for sluttbrukere - SDS Manager

Informasjon til ansatte i organisasjoner som bruker SDS Manager for & administrere
sikkerhetsdatablader:

For & finne et sikkerhetsdatablad for et kjemikalie, skanner du ganske enkelt QR-kode-plakaten med
mobiltelefonen din eller far tilgang til SDS Manager via en lenke pa intranettet vart.

Anta at du jobber med produktet "CRC Herder for Polyesterfyller" som organisasjonen din bruker, og
trenger a finne sikkerhetsinformasjon.

Du finner sikkerhetsdatabladet for dette produktet ved & skanne QR-koden (1), skrive inn deler av
produktnavnet i sgkefeltet (2) og klikke pa sgkeikonet (3). En oppsummering av
sikkerhetsdatabladet vises (4).
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Du finner signalord og PPE-ikoner fra sikkerhetsdatabladet her:

CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US
| Danger H5| 5S4 |ES
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Ved & klikke eller trykke pa panelet ovenfor utvides det for & vise fareinformasjon.
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CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US
Danger H5| |S4 E5|
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Hazard statements:

Code Statements

H242 Heating may cause a fire

May cause an allergic skin

H317 ,
reaction

H319 'F:Ei_LJSE_‘S serious eye
Irritation
May damage fertility or the
unborn child (state specific
effect if known)(state route
H360 of exposure if it is
cafyehsiyvelv broven that no
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ikonet for fgrstehjelpstiltak for tilgang til farstehjelpstiltak fra sikkerhetsdatabladet med ett

klikk.
= WUR cuupﬁm ' SECTION 4: First aid measures
= —LOGO e General

4.1 Description of first aid measures:

First-aid measures after inhalation:
CRC Hardener for Polyester Filler Other measures are usually unnecessary.

) ) If swallowed do NOT induce vomiting.
7091 Hardener 25ml; 7093 CFE_."E!FI"I Hardener 75ml; If vomiting occurs, lean patient forward or place on left
7094 Hardener 100ml; body filler putty hardener side (head-down position, if possible) to maintain open
CRC Industries Demo site US awayand
prevent aspiration.

Danger H5| |S4 |E5 First-aid measures after skin contact:

@ @ @ @ o o 0 _Immef:liately remove all contaminated clothing,

including footwear.
024 ’

2 2% <O &

Flush skin and hair with running water (and soap if
available).

Seek medical attention in event of irritation.

If fumes, aerosols or combustion products are inhaled
remove from contaminated area.

ELE]

First-aid measures after eye contact:

(>

Immediately hold the eyelids apart and flush the eye
with 2% sodium carbonate solution or 5% sedium
ascorbate solution

then wash continuously for at least 15 minutes with
fresh running water.

Hazard statements:

Code Statements 4.2 Most important symptoms and effects, both acute
and delayed:

H242 Heating may cause a fire Eye contact:

Ensure complete irrigation of the eye by keeping

) . eyelids apart and away from eye and moving the eyelids
May cause an allergic skin by occasionally

reaction lifting the upper and lower lids.

Transport to hospital [or doctor) without further delay.

) Removal of contact lenses should only be undertaken
Causes serious eye by trained personnel.

irritation

H317

H319

Ingestion:

ikonet for brannslokkingstiltak for tilgang til brannslokkingstiltak fra sikkerhetsdatabladet
med ett klikk.

Klikk p&
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= E“Eg%ﬁgﬁwﬂc\' l General . | SECTION 5: Firefighting measures |

5.1 Extinguishing media:

FOR SMALL FIRE:
Water spray, foam, CO2 or dry chemical.

CRC Hardener for Polyester Filler DO NOT use water jets.

7091 Hardener 25ml; 7093 Cream Hardener 75mil; FOR LARGE FIRE:
7094 Hardener 100ml; body filler putty hardener Flood fire area with water from a distance.
CRC Industries Demo site US 5.2 Special hazards arising from the substance or

Danger S4 mixture:
Avoid storage with reducing agents.
@ @ @ @ G o 0 Fire Incompatibility

e g Avoid any contamination of this material as it is very
) reactive and any contamination is potentially hazardous

5.3 Advice for firefighters:

2 2 ® < L&

Alert Fire Brigade and tell them location and nature of
hazard.
May be violently or explosively reactive.

»

Wear full body protective clothing with breathing
apparatus.

Hazard statements: Prevent, by any means available, spillage from entering
drains or water courses.

Will not burn but increases intensity of fire.

Statements o .

Code May explode from friction, shock, heat or containment.
Heating may cause expansion or decomposition leading

H242 Heating may cause a fire to violent rupture of containers.

Fire/Explosion Hazard
Heat affected containers remain hazardous.

May cause an allergic skin QOrganic peroxides provide internal oxygen for

H317 reaction combustion, so burn intensely.
Simple smothering actions are not effective against
established fires.
Causes serious eye Combustion products include:
H319 irritation carbon monoxide (CO)

carbon dioxide (CO2)
nitroaen oxides (NOx]

ikonet for tiltak ved utilsiktet utslipp for tilgang til
informasjon om tiltak ved utilsiktet utslipp fra sikkerhetsdatabladet.

Hvis du har sglt kjemikaliet, klikker du pa
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- YOUR COMPANY

CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Crearm Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US

Danger S4

SOLSL000
& I

e o < 0 8|A

Hazard statements;

Code Statements

H242 Heating may cause a fire

H317 .
reaction

Causes serious eye

H319 R
irritation

May cause an allergic skin

o™y
)

SECTION 6: Accidental release measures

6.1 Personal precautions, protective equipment and
emergency procedures:

See section 8
6.2 Environmental precautions:
See section 12

6.3 Methods and material for containment and cleaning
up:

Clean up all spills immediately.

No smoking, naked lights, ignition sources.

Small spill:

Avoid all contact with any organic matter including fuel,
solvents, sawdust, paper or cloth and other incompatible
materials, as

ignition may result.

Avoid breathing dust or vapours and all contact with skin
and eyes.

Clear area of personnel and move upwind.

Alert Fire Brigade and tell them location and nature of
hazard.

Large Spills:

May be violently or explosively reactive.

Wear full body protective clothing with breathing
apparatus.

Personal Protective Equipment advice is contained in
Section 8 of the SDS.

For a lese detaljert informasjon fra sikkerhetsdatabladet, klikker du pa "utvid"-ikonet for a se all
informasjon fra sikkerhetsdatabladet i et mobilvennlig format:
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_ YOUR COMPANY ‘ cenoral

- —LOGO

CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries Demo site US
Danger H5| S4 |ES
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Velg "Fare"-fanen for & se en oppsummering av fareinformasjonen:
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Filter by Product name, Supplier, CAS# or UFI# [EI O\

— ‘ Hazard

General
Product CRC Hardenel
Name: Filler

Hazard
Product 7091 Hardener 25

Synonyms: Hardener 75ml; 7C
100ml; body filler |  pevision

Supplier Name: CRC Industrie
Risk
Signal word: Danger

Name of the chemical: Benzo Personalized view

Diocty.

L - F

Listed Automotive industry consortiums (e.g.,
in; International Material Data System...

Automotive industry consortiums (e.qg.,
International Material Data System...

ZDHC Manufacturing Restricted
Substance List

ROHS Directive - Restricted Substances

GADSL - Global Automotive Declarable
Substance List

Pictograms: <!> @

Hazard H242, H317, H319, H360, H373, H410,
statements: P201, P210, P234, P255, P302+P352,

P305+P351+P338, P308+P313,
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De fleste sikkerhetsdatablader har fatt en farevurdering for Helse, Sikkerhet og Miljg pa en skala fra
1til 5, der 5 er mest alvorlig.

Disse tallene er bare indikasjoner pa fareniva. De er satt basert pa fare- og forsiktighetsutsagn,
signalord, piktogrammer og forkortede farekoder funnet i sikkerhetsdatabladet.

—_ General IR%

CRC Hardener for Polyester Filler

7091 Hardener 25ml; 7093 Cream Hardener 75mil;
7094 Hardener 100ml; body filler putty hardener

CRC Industries
Danger H5| sS4 |ES

POEOOO0
SR

EZ2®Sas <R @

| tilfeller der Sikkerhetsdatablad-biblioteket ditt ikke har et sikkerhetsdatablad for produktet du
bruker, kan du sgke i den globale databasen som SDS Manager vedlikeholder med over 13 millioner

sikkerhetsdatablader.

Ga til dashbordsiden (1) og sgk etter produktet ditt i sgkefeltet (2) der. Da inkluderer sgket ogsa
sikkerhetsdatablader som ikke finnes i organisasjonens Sikkerhetsdatablad-bibliotek.

Side 10/ 15
© 2025 SDS Manager <eb@aston.no> | 2025-08-28 07:16
URL: https://sdsmanager.com/fag/content/54/476/nb/brukermanual-for-sluttbrukere-_-sds-manager/


https://sdsmanager.com/faq/content/54/476/nb/brukermanual-for-sluttbrukere-_-sds-manager/

Oppleering og stotte

9 _ -
~_ O = # 0

1 | VVAYD LW auud JaiTLy Wala JINITTLwW W yuul nwranl y W
SDS Libra| g Dashboard s
O\ Search our database to find Safety Data

o8  AllmySDSs @ Q Sheets

Q My locations Import product list
- [0 GCeneral .

ﬁ Manage SDS Library > Shoot pictures of labels of your chemicals
cHAl @  Global SDS Search @ Let us help you set up your library
CRCI E SDS compliance > Test 31
BV _ @

Add Safety Data Sheets by searching for your

oo
Vaara &8 Manage QR codes S4 E3 products in our database with 13Million+ SDSs
R P - 2

a ISk assessmen Smarthealth spray @
@ '[: Job procedures E

— Advanced search

Reports >
CRC Hardener for Polyester Filler Exact match search results:
7091 Hardener 25ml; 7093 Cream Hardener 75ml;
7094 Hardener 100ml; body filler putty hardener Name: SMARTHEALTH SPRAY
CRC Industries Test Nam Dau Product code: SMARTHEALTH SPRAY
Danger S4| E4 Supplier: Chemicals (N.S.W.) Pty Ltd
@ @ @ @ Revision date: 2020-03-21

Language: English

@ 2o < | :

® @ 29 < 0OEF R

Sekundzerbeholderetiketter

For spesielle farlige stoffer eller nar sekundaere beholdere brukes, lar SDS Manager deg opprette
etiketter i 15 forskjellige stgrrelser.

Disse etikettene har QR-koder som lar brukere fa direkte tilgang til sikkerhetsdatabladet for
produktet. H- og P-koder vises pa etikettene, samt PPE-ikoner som finnes i sikkerhetsdatabladet.
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CRC Hardener for
Polyester Filler

Company Mame: CRC Industries
Signal Word: Danger

View PDF Track Usage

Hazard Statements

H242: Heating may cause a fire;

H317: May cause an allergic skin reaction;

H319: Causes serious eye irritation;

H3&0: May damage fertility or the unbomm child (state specific effect if knownl(state route of exposure if it is
conclusively proven that no other routes of exposure cause the hazard);

H373: May cause damage to organs ( state all organs affected, if known) through prolonged or repeated

F\xpc-s;re [state route of exposure if it is conclusively proven that no other routes of exposure cause the
azard),

H410: Very toxic to aguatic life with long lasting effects

Precautionary Statements

P201: Obtain special instructions before use.;

P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources, Mo smoking.;
P234: Keep only in original packaging.,

P235: Keep cool.

P302+P352: [F ON SKIN: Wash with plenty of water/...;

P305+P351+P338: IF [N EYES: Rinse cautiously with water far several minutes. Remove contact lenses, if
present and easy to do. Continue rinsing.;

P308+P313: [F exposed or concerned: Get medical advice! attention,;
P3T0+P37E: [n case of fire; Lse ... to extinguish.;

PA03: Store in a well-ventilated place.;

P405: 5tore locked up;

P410: Protect from sunlight,;

P411: Store at temperatures not exceading ... ~CFLU0F

P501: Dispose of contents/container to ..

SO A0POC L

Tilgang til detaljert informasjon fra sikkerhetsdatabladene

For brukere som trenger tilgang til mer detaljert informasjon fra sikkerhetsdatabladene, kan de
konfigurere hvilke data fra sikkerhetsdatabladet som skal vises.

Nedenfor er et eksempel der en bruker har konfigurert systemet til a vise '4.1 Beskrivelse av
farstehjelpstiltak' pa alle produkter.
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Select more columns

®

Create custom fields

O

Process the product is used

O

EOL Date.

Disposal

8 0O

Contains

(<]

4.1 Description of first aid measures

4.2 Most important symptoms and effects,
both acute and delayed

4.3 Indication of any immediate medical
attention and special treatment needed

O 0 O

5.1 Extinguishing media

Reset to default

roduct name pplier, CA IF|# @ Q

= @ e Personalized view

Product Name: CHAIN SPRAY
Product Synonyms:

Supplier Name: CRC Industries Europe BV

ESE8<0OFF :

Product Name: GAS-003

Product Synonyms:

Supplier Nordic Immunological
Name: Laboratories B.V.
4. Contact medical personnel

Description immediately. Flush eyes with

of first aid flowing water for at least 1S minutes.

measures: If breathing is difficult, contact
emergency personnel. Remove
contaminated clothing. Remove to
fresh air. Separate eyelids with finger
tips. Wash skin with deluge of water
for at least 15 minutes.

Flammability: no data available

Du kan ogsa fa tilgang til den originale PDF-filen til sikkerhetsdatabladet ved a klikke pa
"PDF"-ikonet. Som vist nedenfor er PDF-versjonen mye mindre lesbar pa en mobiltelefon enn den
utdratte visningen av dataene som SDS Manager presenterer for brukerne.
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Unik LasningsID: #1490
Forfatter: : n/a
Siste oppdatering: 2024-11-20 07:35
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